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The Procerus Digital IP Video / Data Link provides both a bi-directional high-speed data link and a high-
quality digital video downlink all in a compact package.  Utilizing the Microhard Nano Digital Data Link, it 
provides a simplified, robust, long-range wireless link.  The Procerus Digital Link is IP-based, making it 
easy to integrate into existing network infrastructures.   
 
 

Features: 
• Small and light, modular, low power 
• IP based, easy integration 
• Low power consumption, 1 W transmit power 
• High-speed bi-directional data link, up to 12 Mbit/s 
• Store synchronized video and data onboard with SD card 
• Video encoding formats supported: 

o H.264 
o MPEG4 
o MPEG2 
o Motion JPEG  

• Supports muxing between two analog video inputs (NTSC or PAL) 
• High fidelity, two channel (stereo) audio line in  
• A web interface for setup and configuration 
• Dedicated serial port for data transmission/reception 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Specifications 
Input Voltage 7.7 - 30 V (regulated) Weight 56 Grams 
Power Consumption ~3.5 Watts (Video Board) Size 3.3" x 2.1" 
Analog Video Inputs 2 (one active) Audio Input Mini stereo jack 
Removable Media 1 microSD slot (up to 32 

GB of storage) 
USB Mini-USB connector for 

accessing Microhard 
modem USB Port 

Serial Ports 2 directly connected to 
Microhard Modem Serial 
Ports, 1 connected to video 
board diagnostic port 

Control Interface Web interface for 
configuring IP Address, 
etc. 

Serial/USB Data

Analog SD Video Stream

Procerus IP Data Link 

Digital IP Video / Data Link –
Procerus video digitzer coupled with 

Microhard Nano IP Radio 
3.3” x2.1”    56 grams 

Kestrel 2 autopilot 
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